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MLC  SERIES
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For Saddle (1+2+5)

For Tailstock (3+4)

1

485

For Close Type
Steady Rest(3+4)

560150

710

MLC40

(UNITS:mm)

1010

Swing over bed: 770 - 1270 mm
Between centers: 1200 - 12200 mm
B/C Weight capacity: 8,000 kg, (Opt. 12,000 kg)

TWO WAY BED (Turret cannot pass steady rests)

Steady Rest
Turret 

Boring Bar Holder
Tailstock

Single set of ways for:

MODEL DESCRIPTION 

Capacity 

Swing over bed 770 mm (30") 895 mm (35") 1020 mm (40") 1145 mm (45”) 1270 mm (50”) 

Swing over cross slide 350 mm (13.7") 480 mm (18.8") 610 mm (24") 740mm (29.1")  870 mm (34.2”) 

Center height  390 mm (15.3") 455 mm (17.9") 520 mm (20.4") 585 mm (23”) 650 mm (25.5”) 

Distance between centers   

Bed width / Auxiliary guide 560 mm (22") / 710 mm (27.9”)

Spindle 

Spindle 
speeds 

Spindle nose  

A2-11 (6") 600 rpm (Opt. 800 rpm)

A2-15 (9") 450 rpm (Opt. 600 rpm)

A2-20 (12", 14.5") 400 rpm (12") 400 rpm (12"), 300 rpm (14.5”)

A2-28 (16")  

A2-28 (21")  

Spindle center MT6

Width of cross slide 380 mm (14.9")

Width of carriage 885 mm (34.8")

Turret

Turret H4-250 or V12 Hydraulic (Opt. H4-350, BMT-65 with Y axis, BMT75 w/o Y-axis)

Tool size 32 x 32 mm (1.25”)

X axis travel (20.8")530 mm

Z axis travel 1200 mm (47.2") – 8200 mm (322.8")

X axis rapid travel 6M / min dia. 40 mm x P5

Z axis rapid travel
6M / min, 1M-5M (dia. 63 mm x P10), 

6M-7M (dia. 80 mm x P10), 8M-12M (Rack and Pinion Driver)

Tailstock

Tailstock quill diameter Dia. 185 mm (7.2") Rotating quill, Opt. dia. 250 mm (9.8”)

Tailstock quill travel 

Tailstock center MT6

Motor

X axis servo motor FANUC αiF22 4 kw

Z axis servo motor 
1-3M FANUC αiF22 4 kw, 4-7M FANUC αiF22 4 kw (Gear box) 

8-12M αiF40 6 kw (Rack and Pinion Driver)  

Spindle motor 

Machine 
Weight 

1000 mm center distance 10,200 kg  10,600 kg  11,000 kg  11,400 kg  11,800 kg  

Each extra 1000 mm weight 1200 kg

1200 (47.2") / 2200 (86.6") / 3200 (125.9") / 4200 (165.3") 
5200 (204.7") / 6200 (244.1") / 7200 (283.4") / 8200 (322.8")

9200 (362.2”) / 10200 (401.5”) / 11200 (440.9”) / 12200 (480.3”)

250 mm (9.8")

FANUC αiI 30 30 / 37 kw
(Opt. FANUC αiI 40  37/45 kw)

630 mm (24.8)

MLC 30 MLC 35 MLC 40 MLC 45 MLC 50

TWO WAY BED (Turret cannot pass steady rests)

Steady Rest
Turret 

Boring Bar Holder

SPECIFICATIONS

Tailstock
Single set of ways for:

(All specifications subject to change.)


